CAM Assessment for ATK Missile Subsystems & Components Division / Allegany Ballistics Lab  R30-05700011-2009, Part 2 of 3 Title V Renewal Application
Not CAM - already subject to Title V permit continuous compliance determination method as defined in §64.1.
Not CAM - potential pre-control device annual emissions of applicable regulated air pollutants less than major source levels.
Not CAM - not subject to pollutant emission limit or standard.
1.0 
Emission Units     
	Control Devices 

	Control Device ID
	Emission Point ID
	Control Device Description
	Year Installed / Modified
	Design Capacity
	Comments

	B-1C
	B-3E
	Fabric filter for spray booth
	1995
	90-95% (PM)
	

	B-2C
	B-4E
	Fabric filter for spray booth
	1995
	90-95% (PM)
	

	B-5C
	B-16E
	Cyclone dust collector for lathe vacuum
	1996
	99.9% (PM)
	

	B-6C
	B-19E
	Cyclone dust collector for lathes
	1996
	99.9% (PM)
	

	B-7C
	B-21E
	Cyclone dust collector for gantry mill
	2000
	99.9% (PM)
	

	B-8C
	B-25E
	Cyclone dust collector for Minster presses
	1999
	99.9% (PM)
	

	B-9C
	B-26E
	Fabric filter for DownFlo Exhaust Table
	1999
	90-95% (PM)
	

	B-12C
	B-31E
	Fabric filter for spray booth
	1999
	90-95% (PM)
	

	B-13C
	B-32E
	Fabric filter for spray booth
	2000
	90-95% (PM)
	

	A-2E or-6E
	A-2E or-6E
	Cyclone Dust Collector
	1996
	Variable
	

	A-7E
	A-7E
	Cyclone Dust Collector for Grit Blaster
	1996
	99.9% (PM)
	

	D-1E
	D-1E
	Fabric filter for paint booth
	1996
	90-95% (PM)
	

	D-1E
	D-1E
	Fabric filter for paint booth
	1996
	90-95% (PM)
	

	D-8E
	D-8E
	Dust collector for mixing machine and roll mill
	1996
	99.9% (PM)
	

	D-9E
	D-9E
	Fabric filter for primer station
	2000
	90-95% (PM)
	

	D-10E
	D-10E
	Dust collector from nylon band slotter
	2000
	99.9% (PM)
	

	D-17E
	D-17E
	Fabric filter for primer booth
	2003
	90-95% (PM)
	

	A-15C
	D-18E
	Fabric filter for primer booth
	2003
	90-95% (PM)
	

	V-1C
	V-1E
	Fabric Filter
	2004
	90% (PM)
	

	V-2C
	V-2E
	Fabric Filter
	2004
	90% (PM)
	

	V-3C
	V-4E
	Fabric Filter
	2004
	90% (PM)
	

	V-4C
	V-4E
	Fabric Filter
	2004
	90% (PM)
	

	V-5C
	V-5E
	Fabric Filter
	2004
	90% (PM)
	

	CVD-1
	CVD-1E
	Sodium Hydroxide Scrubber
	2008
	85% (acid)
	

	CVD-2
	CVD-1E
	Acid Scrubber
	2008
	85% (ammonia)
	

	W-1C
	NVD
	Cyclone/Baghouse Dust Collector
	TBD
	99.9% (PM)
	

	W-2C
	W-3E
	Solvent Recovery System
	TBD
	90% (VOC)
	


