	 SEQ CHAPTER \h \r 1ATTACHMENT D - Emission Units Table
(includes all emission units at the facility except those designated as 

insignificant activities in Section 4, Item 24 of the General Forms) 


	Emission Unit ID1 
	Emission Point ID1
	Emission Unit Description
	Year Installed/ Modified
	Design Capacity
	Control Device1


	1S
	001
	Zircon Spray Dryer
	1967
	1.5 mmbtu/hr and 400 lb/hr
	Baghouse 001C

	4S
	004
	Zircon Dryer #4
	1961
	0.27 mmbtu/hr
	None

	7S
	007
	Kiln K-4
	1961
	3.5 mmbtu/hr
	None

	8S
	008
	Kiln K-9
	1963
	3.5 mmbtu/hr
	None

	9S
	009
	Kiln K-10
	1963
	3.5 mmbtu/hr
	None

	10S
	010
	Kiln K-11
	1967
	5.0 mmbtu/hr
	None

	11S
	011
	Kiln K-15
	1970
	6.0 mmbtu/hr
	None

	13S
	013
	Chrome Dryer #2
	1962
	0.84 mmbtu/hr
	None

	14S
	014
	Chrome Dryer #3
	1962
	0.84 mmbtu/hr
	None

	15S
	015
	Kiln K-1
	1961
	10.48 mmbtu/hr
	0.94 mmbtu/hr afterburner 017C

	16S
	016
	Kiln K-2
	1961
	10.48 mmbtu/hr
	0.94 mmbtu/hr afterburner 017C

	18S
	018
	Kiln K-13
	1971
	10.48 mmbtu/hr
	None

	19S
	019
	Kiln K-14
	1972
	10.48 mmbtu/hr
	None

	20S
	020
	Kiln K-21
	1974
	10.48 mmbtu/hr
	None

	21S
	021
	Kiln K-22
	1975
	10.48 mmbtu/hr
	None

	22S
	022
	Kiln K-27
	1989
	10.48 mmbtu/hr
	None

	23S
	023
	Kiln K-30
	1990
	10.48 mmbtu/hr
	None

	29S
	029
	Brick Dryer #6
	1961
	0.27 mmbtu/hr
	None

	30S
	030
	Brick Dryer #8
	1961
	0.27 mmbtu/hr
	None

	31S
	031
	Bickley Bell Kiln K-23
	1978
	8.0 mmbtu/hr
	None

	32S
	032
	Bickley Bell Kiln K-24
	1978
	8.0 mmbtu/hr
	None

	33S
	033
	C.P.C. Shuttle Kiln K-26
	1988
	3.75 mmbtu/hr
	None

	34S
	034
	Bickley Lab Kiln K-12
	1964
	2.0 mmbtu/hr
	None

	35S
	035
	Bickley Lab Kiln K-28
	1990
	2.0 mmbtu/hr
	None

	45S
	045
	Bickley Bell Kiln K-33
	1996
	9.0 mmbtu/hr
	None

	46S
	046
	Bickley Bell Kiln K-34
	1996
	9.0 mmbtu/hr
	None

	48S
	048
	Emergency Diesel Generator
	2000
	896 bhp
	None

	49S
	049
	Car Bell Kiln K-35
	2001
	8.72 mmbtu/hr
	3.1 mmbtu/hr afterburner 049C

	50S
	050
	Car Bell Kiln K-36
	2005
	12.0 mmbtu/hr
	None

	51S
	051
	Kiln K-38
	2009
	4.0 mmbut/hr
	None

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


	1For 45CSR13 permitted sources, the numbering system used for the emission points, control devices, and emission units should be consistent with the numbering system used in the 45CSR13 permit.  For grandfathered sources, the numbering system should be consistent with registrations or emissions inventory previously submitted to DAQ.  For emission points, control devices, and emissions units which have not been previously labeled, use the following 45CSR13 numbering system: 1S, 2S, 3S,... or other appropriate description for emission units; 1C, 2C, 3C,... or other appropriate designation for control devices; 1E, 2E, 3E, ... or other appropriate designation for emission points.
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