
Potential-to-Emit Summary for FRAMETOWN 4C1180

Area:  10

Potential Emissions Detail
Report Generated on: Tuesday, November 16, 2010Potentials Established on: Tuesday, November 16, 2010

State: West
Virginia

Lb/Hr Lb/Yr Ton/YrCriteria Pollutant
Carbon Monoxide 280.58 778,733.48 389.37

Nitrogen Oxides (NOx) 214.01 792,598.84 396.30

PM10 0.73 4,742.77 2.37

Sulfur Dioxide 18.84 3,261.32 1.63

VOC 14.98 14,902.16 7.45

Lb/Hr Lb/Yr Ton/YrHazardous Air Pollutants
Acetaldehyde 0.02 155.45 0.08

Benzene 0.01 67.38 0.03

Ethylbenzene 0.01 62.58 0.03

Formaldehyde 0.40 2,853.19 1.43

Methanol 0.22 6.01 0.00

Toluene 0.04 266.58 0.13

Xylene (mixed Isomers) 0.02 129.12 0.06

0.73 3,540 1.77Total HAP

Lb/Hr Lb/Yr Ton/YrUnregulated
Methane 8.42 73,793.56 36.90
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Report Generated on: November 16, 2010Potentials Established on: November 16, 2010
Potential Emissions Detail for FRAMETOWN 4C1180

Area: 10 State: West Virginia
Equipment Category: ENGINE

Emission Point: E01
Unit Name: TURB ENG/CENT COM #04501, Sub Unit: TURB ENG/CENT COM #04501
Description: TURBINE
Manufacturer: ROLLS ROYCE AVON 76G Rating: 12500 hp

Agency ID: 04501

SCC: 20200201, Regulatory Status: SIGNIFICANT

ValueParameter
20,000Brake Horsepower
1.000Operating Hours

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

12,500Brake Horsepower
8,760Operating Hours

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

 Emission Factor Reference  Emission Factor Reference
4.72 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 11,800 Btu/Hp-hrAcetaldehyde 4.72 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 11,800 Btu/Hp-hr 0.03 0.00%0.0094
1.42 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 11,800 Btu/Hp-hrBenzene 1.42 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 11,800 Btu/Hp-hr 0.01 0.00%0.0028
1.34 E-02 lb/bhp_hr CGT Test Derv. Emission FactorCarbon Monoxide 6.7 E-03 lb/bhp_hr CGT Test Derv. Emission Factor 366.83 0.00%268.00
3.78 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 11,800 Btu/Hp-hrEthylbenzene 3.78 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 11,800 Btu/Hp-hr 0.02 0.00%0.0076
8.38 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000 @ 11,800 Btu/Hp-hrFormaldehyde 8.38 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000 @ 11,800 Btu/Hp-hr 0.46 0.00%0.17
7.93 E-03 lb/bhp_hr CGT Test Derv. Emission FactorNitrogen Oxides (NOx) 3.96 E-03 lb/bhp_hr CGT Test Derv. Emission Factor 216.81 0.00%158.60
2.24 E-05 lb/bhp_hr AP-42 TBL 3.1-2a, 4/2000 @ 11,800 Btu/Hp-hrPM10 2.24 E-05 lb/bhp_hr AP-42 TBL 3.1-2a, 4/2000 @ 11,800 Btu/Hp-hr 1.23 0.00%0.45
6.7 E-04 lb/bhp_hr Calc.: 20 gr/100 scf @ 11,800 Btu/Hp-hrSulfur Dioxide 8.4 E-06 lb/bhp_hr Calc.: 0.25 gr/100 scf @ 11,800 Btu/Hp-hr 0.46 0.00%13.40
1.53 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 11,800 Btu/Hp-hrToluene 1.53 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 11,800 Btu/Hp-hr 0.08 0.00%0.031
2.48 E-05 lb/bhp_hr AP-42 TBL 3.1-2a, 4/2000 @ 11,800 Btu/Hp-hrVOC 2.48 E-05 lb/bhp_hr AP-42 TBL 3.1-2a, 4/2000 @ 11,800 Btu/Hp-hr 1.36 0.00%0.50
7.55 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 11,800 Btu/Hp-hrXylene (mixed Isomers) 7.55 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 11,800 Btu/Hp-hr 0.04 0.00%0.015
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Report Generated on: November 16, 2010Potentials Established on: November 16, 2010
Potential Emissions Detail for FRAMETOWN 4C1180

Area: 10 State: West Virginia
Equipment Category: ENGINE

Emission Point: E02
Unit Name: TURB ENG/CENT COM #04502, Sub Unit: TURB ENG/CENT COM #04502
Description: TURBINE
Manufacturer: SOLAR CENTAUR T-3000 Rating: 3350 hp

Agency ID: 04502

SCC: 20200201, Regulatory Status: SIGNIFICANT

ValueParameter
3,853Brake Horsepower
1.000Operating Hours

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

3,350Brake Horsepower
8,760Operating Hours

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

 Emission Factor Reference  Emission Factor Reference
4.24 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hrAcetaldehyde 4.24 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hr 0.01 0.00%0.0016
1.27 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hrBenzene 1.27 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hr 0.002 0.00%0.0005
1.32 E-03 lb/bhp_hr Manufacturer GuaranteeCarbon Monoxide 4.41 E-04 lb/bhp_hr Manufacturer Guarantee 6.47 0.00%5.09
3.39 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hrEthylbenzene 3.39 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hr 0.005 0.00%0.0013
7.53 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000 @ 10,600 Btu/Hp-hrFormaldehyde 7.53 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000 @ 10,600 Btu/Hp-hr 0.11 0.00%0.029
6.61 E-03 lb/bhp_hr Manufacturer GuaranteeNitrogen Oxides (NOx) 5.51 E-03 lb/bhp_hr Manufacturer Guarantee 80.85 0.00%25.47
2.01 E-05 lb/bhp_hr AP-42 TBL 3.1-2a, 4/2000 @ 10,600 Btu/Hp-hrPM10 2.01 E-05 lb/bhp_hr AP-42 TBL 3.1-2a, 4/2000 @ 10,600 Btu/Hp-hr 0.29 0.00%0.077
6.1 E-04 lb/bhp_hr Calc.: 20 gr/100 scf @ 10,600 Btu/Hp-hrSulfur Dioxide 7.6 E-06 lb/bhp_hr Calc.: 0.25 gr/100 scf @ 10,600 Btu/Hp-hr 0.11 0.00%2.35
1.38 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hrToluene 1.38 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hr 0.02 0.00%0.0053
2.42 E-04 lb/bhp_hr Manufacturer GuaranteeVOC 4.85 E-05 lb/bhp_hr Manufacturer Guarantee 0.71 0.00%0.93
6.78 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hrXylene (mixed Isomers) 6.78 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hr 0.01 0.00%0.0026
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Report Generated on: November 16, 2010Potentials Established on: November 16, 2010
Potential Emissions Detail for FRAMETOWN 4C1180

Area: 10 State: West Virginia
Equipment Category: ENGINE

Emission Point: E03
Unit Name: TURB ENG/CENT COM #04503, Sub Unit: TURB ENG/CENT COM #04503
Description: TURBINE
Manufacturer: SOLAR CENTAUR T-3000 Rating: 3550 hp

Agency ID: 04503

SCC: 20200201, Regulatory Status: SIGNIFICANT

ValueParameter
4,083Brake Horsepower
3,730Brake Horsepower
1.000Operating Hours

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

3,550Brake Horsepower
8,760Operating Hours

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

 Emission Factor Reference  Emission Factor Reference
4.24 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hrAcetaldehyde 4.24 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hr 0.01 0.00%0.0017
1.27 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hrBenzene 1.27 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hr 0.002 0.00%0.0005
1.32 E-03 lb/bhp_hr Manufacturer GuaranteeCarbon Monoxide 4.41 E-04 lb/bhp_hr Manufacturer Guarantee 6.86 0.00%5.39
3.39 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hrEthylbenzene 3.39 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hr 0.01 0.00%0.0014
7.53 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000 @ 10,600 Btu/Hp-hrFormaldehyde 7.53 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000 @ 10,600 Btu/Hp-hr 0.12 0.00%0.031
6.61 E-03 lb/bhp_hr Manufacturer GuaranteeNitrogen Oxides (NOx) 5.51 E-03 lb/bhp_hr Manufacturer Guarantee 85.67 0.00%26.99
2.01 E-05 lb/bhp_hr AP-42 TBL 3.1-2a, 4/2000 @ 10,600 Btu/Hp-hrPM10 2.01 E-05 lb/bhp_hr AP-42 TBL 3.1-2a, 4/2000 @ 10,600 Btu/Hp-hr 0.31 0.00%0.082
6.1 E-04 lb/bhp_hr Calc.: 20 gr/100 scf @ 10,600 Btu/Hp-hrSulfur Dioxide 7.6 E-06 lb/bhp_hr Calc.: 0.25 gr/100 scf @ 10,600 Btu/Hp-hr 0.12 0.00%2.49
1.38 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hrToluene 1.38 E-06 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hr 0.02 0.00%0.0056
2.42 E-04 lb/bhp_hr Manufacturer GuaranteeVOC 4.85 E-05 lb/bhp_hr Manufacturer Guarantee 0.75 0.00%0.99
6.78 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hrXylene (mixed Isomers) 6.78 E-07 lb/bhp_hr AP-42 TBL 3.1-3, 4/2000, @ 10,600 Btu/Hp-hr 0.01 0.00%0.0028
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Report Generated on: November 16, 2010Potentials Established on: November 16, 2010
Potential Emissions Detail for FRAMETOWN 4C1180

Area: 10 State: West Virginia
Equipment Category: ENGINE

Emission Point: G4
Unit Name: RECIP ENG/GEN #045G4, Sub Unit: RECIP ENG/GEN #045G4
Description: 4-LEAN
Manufacturer: WAUKESHA VGF18GL Rating: 400 hp

Agency ID: 045G4

SCC: 20200254, Regulatory Status: SIGNIFICANT

ValueParameter
400Brake Horsepower

1.000Operating Hours

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter
400Brake Horsepower

8,760Operating Hours

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

 Emission Factor Reference  Emission Factor Reference
2.23 E-05 lb/bhp_hr AP-42 TBL 3.2-3, 7/2000, @ 8,000 Btu/Hp-hrAcetaldehyde 2.23 E-05 lb/bhp_hr AP-42 TBL 3.2-3, 7/2000, @ 8,000 Btu/Hp-hr 0.04 0.00%0.0089
1.26 E-05 lb/bhp_hr AP-42 TBL 3.2-3, 7/2000, @ 8,000 Btu/Hp-hrBenzene 1.26 E-05 lb/bhp_hr AP-42 TBL 3.2-3, 7/2000, @ 8,000 Btu/Hp-hr 0.02 0.00%0.0050
1.54 E+00 lb/hr Permit R13-2234 Limit BasedCarbon Monoxide 1.54 E+00 lb/hr Permit R13-2234 Limit Based 6.75 0.00%1.54
1.98 E-07 lb/bhp_hr AP-42 TBL 3.2-3, 7/2000, @ 8,000 Btu/Hp-hrEthylbenzene 1.98 E-07 lb/bhp_hr AP-42 TBL 3.2-3, 7/2000, @ 8,000 Btu/Hp-hr 0.0003 0.00%0.0001
1.69 E-01 lb/hr AP-42 TBL 3.2-2, 7/2000 @ 8,000 Btu/Hp-hrFormaldehyde 1.69 E-01 lb/hr AP-42 TBL 3.2-2, 7/2000 @ 8,000 Btu/Hp-hr 0.74 0.00%0.17
2.29 E+00 lb/hr Permit R13-2234 Limit BasedNitrogen Oxides (NOx) 2.29 E+00 lb/hr Permit R13-2234 Limit Based 10.03 0.00%2.29
1.1 E-01 lb/hr Permit R13-2234 Limit BasedPM10 1.1 E-01 lb/hr Permit R13-2234 Limit Based 0.48 0.00%0.11
2.1 E-01 lb/hr Permit R13-2234 Limit BasedSulfur Dioxide 2.1 E-01 lb/hr Permit R13-2234 Limit Based 0.92 0.00%0.21
4.46 E-06 lb/bhp_hr AP-42 TBL 3.2-3, 7/2000, @ 8,000 Btu/Hp-hrToluene 4.46 E-06 lb/bhp_hr AP-42 TBL 3.2-3, 7/2000, @ 8,000 Btu/Hp-hr 0.01 0.00%0.0018
6.6 E-01 lb/hr Permit R13-2234 Limit BasedVOC 6.6 E-01 lb/hr Permit R13-2234 Limit Based 2.89 0.00%0.66
1.56 E-06 lb/bhp_hr AP-42 TBL 3.2-3, 7/2000, @ 8,000 Btu/Hp-hrXylene (mixed Isomers) 1.56 E-06 lb/bhp_hr AP-42 TBL 3.2-3, 7/2000, @ 8,000 Btu/Hp-hr 0.003 0.00%0.0006
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Report Generated on: November 16, 2010Potentials Established on: November 16, 2010
Potential Emissions Detail for FRAMETOWN 4C1180

Area: 10 State: West Virginia
Equipment Category: FUGITIVE

Emission Point: FUG
Unit Name: FUGITIVE EMISSIONS, Sub Unit: FUGITIVE EMISSIONS_BLOWDOWNS
Description: VOC EMISSIONS FROM BLOWDOWNS
Manufacturer:  (N/R) Rating: 0 0

Agency ID: FUG_BD

SCC: , Regulatory Status: SIGNIFICANT

ValueParameter
1.000Operating Hours

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

8,760Operating Hours

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

 Emission Rate Reference  Emission Rate Reference
5 E-02 lb/hr Transient Emissions; Blowdowns, Starts, etc.VOC 5 E-02 lb/hr Transient Emissions; Blowdowns, Starts, etc. 0.23 0.00%0.053

Unit Name: FUGITIVE EMISSIONS, Sub Unit: FUGITIVE EMISSIONS_EQ LK GAS
Description: VOC EMISSIONS FROM EQUIPMENT LEAKS
Manufacturer:  (N/R) Rating: 0 0

Agency ID: FUG_ELG

SCC: , Regulatory Status: SIGNIFICANT

ValueParameter
3.000Count Compressor Seals

613Count Connectors
29Count Pressure Relief Valves

175Count Valves
2.137Emission Factor per Compressor Seal

0.00079Emission Factor per Connector
0.06045Emission Factor per  OEL
0.03346Emission Factor per Pressure Relief Valve
0.00468Emission Factor per Valve

1.000Operating Hours

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

3.000Count Compressor Seals
613Count Connectors
29Count Pressure Relief Valves

175Count Valves
2.137Emission Factor per Compressor Seal

0.00079Emission Factor per Connector
0.06045Emission Factor per  OEL
0.03346Emission Factor per Pressure Relief Valve
0.00468Emission Factor per Valve

8,760Operating Hours

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

  
Methane 36.90 0.00%8.42
VOC 1.14 0.00%0.26
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Report Generated on: November 16, 2010Potentials Established on: November 16, 2010
Potential Emissions Detail for FRAMETOWN 4C1180

Area: 10 State: West Virginia
Equipment Category: HEATER

Emission Point: BL1
Unit Name: HEATING SYSTEM BOILER #1, Sub Unit: HEATING SYSTEM BOILER #1_BLR1
Description: HEATING SYSTEM BOILER
Manufacturer: KEWANEE LW884 Rating: 6.84 mmBtu/hr

Agency ID: BLR1

SCC: 10200603, Regulatory Status: SIGNIFICANT

ValueParameter
6.840MMBTU per Hour
1.000Operating Hours

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

6.840MMBTU per Hour
8,760Operating Hours

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

 Emission Factor Reference  Emission Factor Reference
8.24 E-02 lb/mmbtu AP-42 Tbl 1.4-1, small Blrs <100 MMB (7/98)Carbon Monoxide 8.24 E-02 lb/mmbtu AP-42 Tbl 1.4-1, small Blrs <100 MMB (7/98) 2.47 0.00%0.56
9.8 E-02 lb/mmbtu AP-42 Tbl 1.4-1, small Blrs <100 MMB (7/98)Nitrogen Oxides (NOx) 9.8 E-02 lb/mmbtu AP-42 Tbl 1.4-1, small Blrs <100 MMB (7/98) 2.94 0.00%0.67
1.86 E-03 lb/mmbtu AP-42 Tbl 1.4-2 (filterable) (7/98)PM10 1.86 E-03 lb/mmbtu AP-42 Tbl 1.4-2 (filterable) (7/98) 0.06 0.00%0.013
5.7 E-02 lb/mmbtu Calc.: 20 gr S/100scfSulfur Dioxide 7.1 E-04 lb/mmbtu Calc.: 0.25 gr S/100scf 0.02 0.00%0.39
5.39 E-03 lb/mmbtu AP-42 Tbl 1.4-2 (7/98)VOC 5.39 E-03 lb/mmbtu AP-42 Tbl 1.4-2 (7/98) 0.16 0.00%0.037
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Report Generated on: November 16, 2010Potentials Established on: November 16, 2010
Potential Emissions Detail for FRAMETOWN 4C1180

Area: 10 State: West Virginia
Equipment Category: TANK

Emission Point: A03
Unit Name: PIPELINE LIQUIDS TANK, Sub Unit: PIPELINE LIQUIDS TANK_A03
Description: PIPELINE LIQUIDS, HORIZONTAL, ABOVE GROUND
Manufacturer:  (N/R) Rating: 6000 gallon

Agency ID: A03

SCC: 40301099, Regulatory Status: INSIGNIFICANT

ValueParameter
0.54000Overall tank paint solar absorptance

8.000Tank diameter
16Maximum liquid height in tank
16Tank shell height

1.000Working loss product factor
16Length of tank
15Atmospheric pressure

3,000Monthly net throughput

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

0.54000Overall tank paint solar absorptance
8.000Tank diameter

16Maximum liquid height in tank
16Tank shell height

1.000Working loss product factor
16Length of tank
15Atmospheric pressure

7,562Monthly net throughput

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

 EPA Tanks Equations Procedures  EPA Tanks Equations Procedures
Pipeline Liquid (vp 0.5) 0.06 0.00%3.78

Emission Point: A04
Unit Name: PIPELINE LIQUIDS TANK, Sub Unit: PIPELINE LIQUIDS TANK_A04
Description: PIPELINE LIQUIDS, HORIZONTAL, ABOVE GROUND
Manufacturer:  (N/R) Rating: 6000 gallon

Agency ID: A04

SCC: 40301099, Regulatory Status: INSIGNIFICANT

ValueParameter
0.54000Overall tank paint solar absorptance

8.000Tank diameter
16Maximum liquid height in tank
16Tank shell height

1.000Working loss product factor
16Length of tank
15Atmospheric pressure

3,000Monthly net throughput

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

0.54000Overall tank paint solar absorptance
8.000Tank diameter

16Maximum liquid height in tank
16Tank shell height

1.000Working loss product factor
16Length of tank
15Atmospheric pressure

19,818Monthly net throughput

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

 EPA Tanks Equations Procedures  EPA Tanks Equations Procedures
Pipeline Liquid (vp 0.5) 0.07 0.00%3.78
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Report Generated on: November 16, 2010Potentials Established on: November 16, 2010
Potential Emissions Detail for FRAMETOWN 4C1180

Area: 10 State: West Virginia
Equipment Category: TANK

Emission Point: A05
Unit Name: PIPELINE LIQUIDS TANK, Sub Unit: PIPELINE LIQUIDS TANK_A05
Description: PIPELINE LIQUIDS, HORIZONTAL, ABOVE GROUND
Manufacturer:  (N/R) Rating: 6000 gallon

Agency ID: A05

SCC: 40301099, Regulatory Status: INSIGNIFICANT

ValueParameter
0.54000Overall tank paint solar absorptance

8.000Tank diameter
16Maximum liquid height in tank
16Tank shell height

1.000Working loss product factor
16Length of tank
15Atmospheric pressure

0.03000Breather vent pressure setting
3,000Monthly net throughput

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

0.54000Overall tank paint solar absorptance
8.000Tank diameter

16Maximum liquid height in tank
16Tank shell height

1.000Working loss product factor
16Length of tank
15Atmospheric pressure

0.03000Breather vent pressure setting
6,000Monthly net throughput

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

 EPA Tanks Equations Procedures  EPA Tanks Equations Procedures
Pipeline Liquid (vp 0.5) 0.06 0.00%3.78

Emission Point: A07
Unit Name: SOLVENT TANK, Sub Unit: SOLVENT TANK_A07
Description: SOLVENT 140-66, HORIZONTAL, ABOVE GROUND
Manufacturer:  (N/R) Rating: 200 gallon

Agency ID: A07

SCC: 40301099, Regulatory Status: INSIGNIFICANT

ValueParameter
0.54000Overall tank paint solar absorptance

2.000Tank diameter
8.500Maximum liquid height in tank
8.500Tank shell height
1.000Working loss product factor
8.500Length of tank

15Atmospheric pressure
200Monthly net throughput

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

0.54000Overall tank paint solar absorptance
2.000Tank diameter
8.500Maximum liquid height in tank
8.500Tank shell height
1.000Working loss product factor
8.500Length of tank

15Atmospheric pressure
250Monthly net throughput

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

 EPA Tanks Equations Procedures  EPA Tanks Equations Procedures
Methanol 0.003 0.00%0.22
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Report Generated on: November 16, 2010Potentials Established on: November 16, 2010
Potential Emissions Detail for FRAMETOWN 4C1180

Area: 10 State: West Virginia
Equipment Category: TANK

Emission Point: C01
Unit Name: TURBINE #1 SEAL OIL TANK, Sub Unit: TURBINE #1 SEAL OIL TANK_C01
Description: OIL, TURBINE, HORIZONTAL, ABOVE GROUND
Manufacturer:  (N/R) Rating: 220 gallon

Agency ID: C01

SCC: 40301099, Regulatory Status: INSIGNIFICANT

ValueParameter
2.500Tank Diameter
5.000Tank Shell Height
1.000Operating Hours

220Tank Thruput

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

2.500Tank Diameter
5.000Tank Shell Height
8,760Operating Hours

220Tank Thruput

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

  
Oils, Misc: Lubricating 0.0 0.00%0.0

Emission Point: C02
Unit Name: LUBE OIL TANK, Sub Unit: LUBE OIL TANK_C02
Description: OIL, LUBRICATING, HORIZONTAL, ABOVE GROUND
Manufacturer:  (N/R) Rating: 1200 gallon

Agency ID: C02

SCC: 40301099, Regulatory Status: INSIGNIFICANT

ValueParameter
3.000Tank Diameter
9.000Tank Shell Height
1.000Operating Hours
1,200Tank Thruput

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

3.000Tank Diameter
9.000Tank Shell Height
8,760Operating Hours
1,200Tank Thruput

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

  
Oils, Misc: Lubricating 0.0 0.00%0.0
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Report Generated on: November 16, 2010Potentials Established on: November 16, 2010
Potential Emissions Detail for FRAMETOWN 4C1180

Area: 10 State: West Virginia
Equipment Category: TANK

Emission Point: C04
Unit Name: LUBE OIL TANK, Sub Unit: LUBE OIL TANK_B02
Description: OIL, LUBRICATING, HORIZONTAL, BELOW GROUND
Manufacturer:  (N/R) Rating: 1245 gallon

Agency ID: B02

SCC: 40301099, Regulatory Status: INSIGNIFICANT

ValueParameter
3.000Tank Diameter
9.000Tank Shell Height
1.000Operating Hours
1,200Tank Thruput

Unit Potential Production Basis for Hours Unit Potential Production Basis for Year
ValueParameter

3.000Tank Diameter
9.000Tank Shell Height
8,760Operating Hours
1,200Tank Thruput

Chemical Lb. TPY Control

Potential Emissions in Lb/Hour Potential Emissions in Ton/Year

  
Oils, Misc: Lubricating 0.0 0.00%0.0

11PTEDetail.rptReport Printed on: 11/16/2010


