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Eagle Natrium, LLC.  • Natrium Plant

	 SEQ CHAPTER \h \r 1
ATTACHMENT G - Air Pollution Control Device Form


	Control device ID number:

 SC019 HCl Tank Vent Scrubber
	List all emission units associated with this control device.

V023, V024 Acid Tanks for pH Control

	Manufacturer:

NA, constructed on-site

	Model number:

NA

	Installation date:

1995



	Type of Air Pollution Control Device:
___Baghouse/Fabric Filter 
___ Venturi Scrubber

___ Multiclone

___ Carbon Bed Adsorber

X   Packed Tower Scrubber
___ Single Cyclone

___ Carbon Drum(s)

      Other Wet Scrubber                    ___ Cyclone Bank

___ Catalytic Incinerator

___ Condenser


___ Settling Chamber

___ Thermal Incinerator

___ Flare


  ___ Other (describe): 

___ Wet Plate Electrostatic Precipitator



___ Dry Plate Electrostatic Precipitator



	


	List the pollutants for which this device is intended to control and the capture and control efficiencies.

	Pollutant
	Capture Efficiency
	Control Efficiency

	HCl
	100%
	99.9%

	
	
	

	
	
	

	Explain the characteristic design parameters of this control device (flow rates, pressure drops, number of bags, size, temperatures, etc.).

Packed tower designed to scrub HCl fumes, at a maximum tank fill rate of 85 gpm at atmospheric pressure, scrubber fabricated of 6” schedule 80 CPVC pipe.


	Is this device subject to the CAM requirements of 40 C.F.R. 64?  ___ Yes      X   No
If Yes, Complete ATTACHMENT H 

If No, Provide justification.  Device is already subject to Title V permit continuous compliance determination method as defined in §64.1, and thus exempt from CAM requirements per  §64.2(b)(1)(vi).  Also, unit does not have potential pre-control device emissions of the applicable regulated air pollutant that are equal to or greater than 100 percent of the amount, in tons per year, required for a source to be classified as a major source, and thus exempt from CAM requirements per  §64.2(a)(3).


	Describe the parameters monitored and/or methods used to indicate performance of this control device.

Monitor water flow rate to the HCl tank vent scrubber, conduct an annual proof test on the flow measuring system, and record the times the scrubber was inoperable and the times corrective actions were taken.
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